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A First Version 2024/07/04 Ted
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; T= Tube
T o e o7 L= Reel+Mylar
Soldering Type Pin No.
| S=SMT 02= 2 Pin
Direction 10=10 Pin
(Constructlon) é é@ V= Vertical
7 [Mylar Mylar T=0.05mm, UL94-V0 1 X+ Xt NAME: 73
6 | Terminal Contact | Brass, 3u" Gold Plated Contact Area 8 X£0.30] X% CH /7 FULLGLORY TECHNOLOGY CO,,LTD.
5 | Base High Temp. Thermoplastic, UL 94V-0, Black 1 XX£0.20| .XX°+ UNITS: | PART NO.: TITLE:  DIP Switch 1.27mm
4 | Terminal Brass, G/F Plated 8 XXX£0.10] XXX+ MM | DPSW-12SVxxx-A06 SMT Vertical Type
3 | Movable Beryllium Copper, 3u" Gold Plated Contact Area 1 Li Kimberl Ted DWG NO.-
2 | Cover High Temp. Thermoplastic, UL 94V-0, Black 1 lon imberly N DPSW-12SVxxx-A06
1 | Actuator High Temp. Thermoplastic, UL 94V-0, White 1 2026/04/24 | 2026/04/24 | 2026/04/24 /R — 1 |SCALE|SHEET| REV.
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