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DESCRIPTION DATE APPROVED

First Version 2026/04/24 Ted

2.54 0.25
1.80
M H [ | Notes:
2 1C 21¢i) ¢ )¢ — 1. Rating : Current / Voltage
O[\ o Switching Rating : 10mA / 50VDC, 256mA/24VDC
- 2 0 Non Switching Rating : 10mA / 50VDC
N 2 [ 9 2. Contact Resistance : 50mQ Max.
u: | 3 R 3. Insulation resistance:1000M Q Min
S ) p3 o © 4. Operating Temperature : -40°C~+85°C
o T 3 5. Operating Force : 1000 gf Max.
>IC Iy (¢ H 6. Mechanical Durability : 3,000 cycles
H 1 L Construction 7. Electric Durability : 2,000 cycles
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5 - Soldering TYPE
e ) *LL_ S=SMT g Direction
PCB LAYOUT 4 V= Vertical
6 |Terminal Contact| Copper Alloy, Contact : 3"u" Gold Plated, Solder : 1"u" Gold Plated | XX —
5 |Base High Temp. Plastic, UL94V-0, Black 1 e " | Fullglory Technology Co., Ltd
igh Temp. Plastic, -0, Blac G025 e CH giory gy . .
4 | Terminal Brass, Contact : 3"u" Gold Plated, Solder : 1"u" Gold Plated XX XX£015 | XX°£05° | UNITs: | PART NO.. TITLE: PH 2.54 DIP Switch
3 | Movable Copper Alloy, Contact : 3"u" Gold Plated, Solder : 1"u" Gold Plated | XX XXX+0.10] xxx°+ © MM | DPSW-25SVxxx-A03 Vertical, SMT
2 | Cover High Temp. Plastic, UL94V-0, Black 1 Lion Kimberly | Ted DWG NO.: ppgW-255Vxxx-A03
1 | Actuator High Temp. Plastilcj, UI._94V_0’ White X>|< 2026/04/24 | 2026/04/24 | 2026/04/24 N~ [SCALE[SHEET REV.
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