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M H 1 1 | Notes:
21 21¢ip ¢ )¢ — 1. Rating : Current / Voltage
Switching Rating : 10mA / 50VDC, 256mA/24VDC
™ o) Non Switching Rating : 100mA / 50VDC ®)
9 9 2. Contact Resistance : 50mQ Max.
8 8 3. Insulation resistance:100M Q Min ®
S // © © 4. Withsta)nding Voltage : 500V AC for 1 Minute. ®)
o / / 5. Operating Temperature : -40°C~+85°C
21 ¢ 219 H 6. Operating Force : 1000 gf Max.
EE It ] — Construction 7. Mechanical Durability : 3,000 cycles
1.54 8. Electric Durability : 2,000 cycles
1.00 2.54*No.of Contacts-2.54
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7 : Mylar 2.54 ©
-y ™ y PART NO.: DSW-25S V xx x -A01
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2.54*No.of Contacts+0.4 = é’g é’g é’% é’%
ol o Dip Switch AEET
S ©of © STEEHRE L = Reel+Myl
1 O O v SCHEMATIC (FEHEBHRH) eel+Mylar
— — — Pitch - M = Tube+Mylar ®)
M Wl 9 ten -
0.60 Q s \ l 25=2.54
o 7 PIN % : 1~10P ,12P
! ! ! ! \ \ 01=1P
1.44 Soldering TYPE= 12=12P
S=SMT N
|2 Direction
PCB LAYOUT 4 V= Vertical
6 | Mylar UL94V-0, t=0.05mm N/A
Xz X.°£2° NAME: 73
5 | Base PPS, UL94V-0, Black ® 1 YT P ct | /75 FULLGLORY TECHNOLOGY CO.,LTD.
4 Terminal BraSS, Contact : 3"u" Gold Plated, Solder : 1"u" Gold Plated XX XX£0.15 | XX°+0.5° UNITS: PART NO.: ®) | TITLE: PH 2.54 DIP Switch
3 | Movable | Copper Alloy, 3"u" Gold Plated XX XXX£0.10| XXX 4 © MM | DSW-258Vxxx-A01 Vertical, SMT
1| Actuator | PA46, UL94V-0, White © ! 2020/04/24 |2026/04/24 | 2026004 24 +— - ——— TSCALE|SHEET] REV.
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